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EXECUTIVE SUMMARY  

The objective of the study was to validate the performance of blocked-faced Geosynthetic 

Reinforced Soil (GRS) wall and to validate the Colorado Department of Transportationôs 

(CDOT) decision to waive the positive block connection for closely-spaced 

reinforcement. 

 

Chapter 3 compares estimates and measurements for the instrumented GRS wall on I-70 

over Smith Road. For simple access to this report, the reader can proceed directly to 

Chapter 3. As a research report, the theoretical development of Chapter 2 verifies and 

validates the analytical approach employed in Chapter 3. 

 

Contrary to conventional wisdom, the GRS wall measurements of this study 

demonstrated that facing pressure decreases as load increases. This counter-intuitive 

fact is due to the decrease of compaction-induced stress (CIS) with increased load. 

Compaction's effect is eventually lost before ultimate capacity, but these measurements 

reveal that CIS decreases nearly linearly as load increases. Therefore, if  a GRS wall 

survives compaction, it survives indefinitely. 

 

Compaction is a temporary load, but a component of facing pressure is due to long-

term dead and live loads. For GRS walls, with their closely spaced reinforcement, this 

component is shown analytically to be about 12 psf, which is much smaller than 144 

psf of average CIS left by a plate compactor. Both analysis and laboratory data show 

that load-based facing pressure is present in GRS walls, but it is small and hidden by 

CIS. 

 

The above attribute makes GRS walls appealing. When load exceeds a certain value 

(qult) which is the factored ultimate capacity of a vertical reinforced soil wall with a 

level crest, this GRS attribute is lost. According to both analysis and laboratory data, 

facing pressure then surges to the Rankine pressure. 
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While this report addresses friction-connected block facing, it is also applicable to the 

two-stage facing that has become popular. The two-stage method attaches concrete 

panels to a wire wall. The method interferes minimally with earth moving operations, 

and it enables a nicely finished appearance. Soil mechanics indicates that GRS behavior 

prevents soil plasticity in the core of the soil layer and thereby improves long-term 

performance. Reinforcement must be closely spaced, or more precisely, the ratio of 

spacing to aggregate size cannot exceed a threshold value 

Finite element analysis, with PLAXIS, was useful in this report. First, it was used to 

verify hand calculations for simple soil structures. Second, it was used to study 

geometric changes, for example, reduced deformation due to the geometry of an 

embankment. The GRS Wall of this study functions in the elastic regime, where 

finite element analysis is most accurate. The elastic constant for the finite element soil 

model is taken from the hand calculation in Appendix G. 

 

Finally, a GRS design can be created with the addition of secondary reinforcement 

or tails. Although secondary reinforcement was not employed on this project, it is 

discussed in Appendix K. 
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Implementation Statement  

This project validates the analysis of Wu and Payeur (2014) that asserts the adequacy of 

friction-connected eight-inch blocks when the reinforcement is between every block 

course. Thus, the requirement for positive facing connection in the design and 

construction of GRS walls can be waived by CDOT in these situations. To completely 

implement this finding, responsible staff personnel from CDOT Bridge Design and 

Management Branch, CDOT Materials and Geotechnical Branch, Regions and CDOT 

Specifications Unit and technical committees involved in highway design and 

construction need to collaborate in developing pilot specifications and/or special 

provisions that do not require positive facing connection for GRS walls.  

Pilot specifications for projects selected by the CDOT Bridge Design and Management 

Branch and allowed by CDOT Regions for trial or demonstration must be developed 

specifically for each experimental GRS wall construction project. Continued successful 

application of pilot specifications that waive the use of positive facing connection for 

closely-spaced reinforcement in GRS design and construction will generate significant 

support for their acceptance. A proven record of good field performance of constructed 

GRS walls without positive facing connection will help establish the required project 

special provisions. The routine and long-term use of these special provisions in future 

projects with GRS components will eventually lead to the development of the 

appropriate CDOT standard specifications. 
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NOMENCLATURE   

 

symbol definition 

  

Dmax largest particle diameter in a homogeneous aggregate  

ES 100 KP (pa ůH)1/2, compressive Young's modulus for a reinforced soil layer 

ER Tf /(ŮR SV), tensile Young's modulus for a reinforced soil layer 

H height of reinforced soil structure 

K ůH / ůV 

KA ů3 / ů1 = tan2(45° - /ʟ2), plastic yield criterion for an aggregate  

KP ů1 / ů3 = 1/KA, plastic yield criterion for an aggregate  

Ko K at rest, which can be significantly increased by compaction  

Kface K at the face, distinguished from K in interior of the soil layer 

Lo optimal lift, associated with optimal compaction induced stress, so 

M K/KA, sometimes called mobilization in journals 

P line load (e.g., lb/ft) due to roller compactor 

pa atmospheric pressure 

q load 

qult maximum load or capacity achievable without facing 

Qult KP Tf/SV, maximum load or capacity achievable with incremental facing 

s compaction induced stress (CIS) 

so optimal compaction induced stress, associated with optimal lift, Lo 

SV vertical spacing of reinforcement 

T tension in reinforcement 

Tf tensile strength of reinforcement (ASTM 4595) 

Tmax tension in reinforcement that reflects AASHTO load factors 

W qult/Qult, value of ɚ associated with elastic-plastic transition of soil layer 

  

ɔ weight density of the soil 

ŮH, ŮL, Ůx horizontal or lateral strain 

ŮV, Ůz vertical strain 

Ůy strain in 3rd direction (Ůy = Ůx for pier; Ůy = 0 for plane strain) 

ŮR reinforcement strain at rupture (ASTM 4595) 

ɚ q/Qult , load factor 

ɜ Poisson's ratio, approximately 1/3 for common aggregates 

ůH , ůL , ůx horizontal or lateral stress, which has max, min, and avg values 

ůV , ůz vertical stress 

ůy stress in 3rd direction (ůy = ůx for pier; plane strain ůy for wall or abutment) 

ů1 , ů3 major and minor principal stresses 

 ʟ angle of internal friction of the soil 
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1. INTRODUCTION  

The objective of the study is to validate the performance of blocked-faced GRS wall (I-70 

over Smith Road, Aurora, Colorado) and to validate CDOTôs decision to waive the 

positive block connection for closely-spaced reinforcement.  

 

AASHTO (2012) asserts that Tmax = ůH SV, where ůH  may involve load factors greater 

than one. Because ůV /ůH Ò KP and Tmax Ò Tf, it follows algebraically that the load always 

satisfiess V £ KPs H = KPTmax / SV £ KPTf / SV
 and that its maximum value, within a 

vertical reinforced soil wall with a level crest, cannot exceed 

 

qult = KP

Tf

SV

      (1) 

 

where Tf = tensile strength of reinforcement per unit width, SV = vertical spacing of 

reinforcement, and KP = coefficient of passive lateral earth pressure = tan2 (45° + /ʟ2) for 

an aggregate (Hoffman and Wu 2015, Hoffman 2015, Hoffman 2016, Elmagre and 

Hoffman 2016). Appendix A validates Equation (1); however, the reader is cautioned by 

Mr. Alzamora of FHWA that this equation may not be accepted by some organizations.  

 

In 2011, FHWA published FHWA-HRT-11-026, Geosynthetic Reinforced Soil Integrated 

Bridge System Interim Implementation Guide (Adams et al. 2011).  For short, the 

publication is often called the "GRS-IBS Interim Guide."  Paralleling the AASHTO 

approach, the guide replaces ůH by the factored load ůH / W, which reflects increased 

stress in soil near the reinforcement, and decreases estimated capacity to  

 

qult =WKP

Tf

SV

      (2) 
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Henceforth, big Q and small q are used herein for the larger value and smaller value, that 

is, for Equation (1) and Equation (2), respectively.  The difference is the W-factor.  

Reinforced soil's W-factor is nearly identical to steel's U-factor for shear lag (AISC 

2011).  Steel, concrete, and all other construction materials exhibit shear lag, that is, ůH 

decreases with distance from the beam web or soil reinforcement.    

 

Both Equations (1) and (2) provide accurate estimates of real behavior, but careful 

interpretation is necessary.  The smaller value, Equation (2), represents transition from 

composite behavior to decoupled behavior, which is associated with bulging, creep, and 

long-term instability.  These phenomena affect facing pressure, the subject of this study.  

 

At the smaller value, the pressure coefficient at the face reaches its maximum.  The 

movement of soil toward the face is a result of an observable "transition" from composite 

to decoupled behavior. 

 

In summary, Equation (1) and Qult correspond to capacity with a robust facing. Equation 

(2) and qult correspond to unfaced capacity. Wu and Payeur (2014) provide criteria for 

robust facings in common GRS construction. Assume that the face is vertical and 

frictionless and that any surcharge is horizontal.  

 

The value of the pressure coefficient at the face can be found by hand calculation.  The 

coefficient is also related to deformation, both elastic and plastic.  The latter is simply 

permanent deformation, which is not recovered if a load is removed.  

 

Section 2 of this report provides analysis.  Section 3 applies the analysis to the 

instrumented GRS wall.  Section 4 offers Conclusions and Recommendations.  
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2. ANALYSIS  

2.1 Capacity 

2.1.1 Transition 

In 1923, von Kármán investigated shear lag in wide-flanged steel beams (Timoshenko 

1970).  During beam flexure, material at the flange tip is less effective than material near 

the web.  This is depicted in Figure 1.  Shear lag is determined by the dimensionless 

parameter, w/t = ratio of width over thickness for the flange. 

 

 

 

Figure 1.  Shear lag in beam flange  

 

In reinforced soil, material at mid-layer is stressed less than material near the 

reinforcement.  This is indicated in Figure 2, borrowing the stress curve from Figure 1. 

 

 

 

Figure 2.  Shear lag in reinforced soil layer  

 

For reinforced soil capacity, Equation (2) can be derived from the Drucker Lower Bound 

theorem in plasticity.  The derivation uses the definition 
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W =
s x

min

s x

avg
     (3) 

 

where the minimum and average values are taken from the distribution of horizontal 

stress ůx in the soil layer, Figure 2.   

 

Transfer of shear through the soil layer is governed by the largest soil particles when the 

grain size distribution is smooth.  Dmax is the diameter of those particles.  As with steel, 

shear lag of reinforced soil is also determined by a dimensionless parameter, SV/Dmax.  

 

Application of Equation (2) requires an estimate of W, which is available as a formula,  

 

W = 0.7
SV

6Dmax      (4) 

 

or as its graph (Wu et al. 2010,  Wu and Pham 2013), 

 

 

 

 

Figure 3.  W versus SV / Dmax 

 

FHWA conducted a sequence of performance tests (Nicks et al., 2013).  This sequence 

involved pairs, faced and unfaced, of test piers as shown in Figure 4. Equation (1) and 

Equation (2) correspond to faced capacity and unfaced capacity, respectively. Therefore, 

W is the ratio of unfaced capacity to faced capacity; that is, W = qult / Qult.  
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(a)     (b) 

 

Figure 4.  Pair of FHWA performance tests: (a) faced, (b) unfaced 

 

Capacity ratios for faced/unfaced pairs are listed in Table A. 

 

Table A.  Capacities and Ratios for FHWA Test Piers 

FHWA Test Pairs SV/Dmax unfaced capacity (psf) faced capacity (psf) ratio W 

TF11/TF12 4 23,249 29,030 0.80 

TF3/TF2 8 17,491 25,260 0.69 

TF13/TF14 12 12,960 23,562 0.55 

TF10/TF9 16 10,330 22,310 0.46 

   

 

As compelling evidence of the facing effect on capacity, Figure 5 compares calculated 

and measured ratios.  The friction angle ʟ has no effect on the ratio. 
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Figure 5.  Comparison of FHWA geosynthetic test data with Pham's Equation (4) 

 

For granular soil without cohesion, Equation (2) estimates the load, ůV, where    

s H

min

s V

= KA =
1

KP

     (5) 

That is, the core of the reinforced soil layer fails in accord with Rankine theory.  In other 

words, the core of the reinforced soil layer fails.  Soil and reinforcement no longer act as 

a composite.  Transition is this failure of the soil core. 

2.1.2 Finite Element Verification of W 

In Figure 6, an easy finite element verification of W simulates reinforcement by applying 

shear stress to the top and bottom of a cube of soil.   

                      

               (a)    (b)    (c) 

Figure 6.  (a) Non-uniform horizontal stress distribution induced by shear, (b) 

enlargement of corner where shear stress is greatest, and (c) graph of the resulting 

horizontal stress distribution, which resembles a parabola. 

  

The horizontal stress distribution in Figure 6 resembles a parabola.  And, W is the ratio of 

minimum and average values.  This resemblance persists until the transition load, 

Equation (2). 



 7 

 

PLAXIS 8.2 was used for the finite element analysis. 

2.1.3 Facing Pressure and Transition  

At transition, the core of the soil layer fails, becomes plastic, and moves.  If facing is 

present, the soil moves against it and facing pressure increases.  Below the transition load 

of Equation (2), there is no significant movement.  Moreover, there is no significant 

facing pressure below the transition load.  This "soil plug" concept is developed further in 

Section 2.3. 

2.1.4 Validation for Transition   

Case studies confirm movement following transition.   

 

CDOT/CU Denver Creep Tests. In 1996, CDOT funded a study of reinforced soil creep 

with CU Denver.  Tests were designed by Wu and conducted by Ketchart (Ketchart and 

Wu 1996).  This 20-year-old CDOT report can now be re-interpreted using shear lag.  

The sequence involved ten tests, but two are particularly relevant to transition. Test R-1 

involved a granular soil and Test C-2 involved clay.  Both were loaded to 15 psi (100 

kPa).  Table B lists parameters of the two tests. 

 

Table B.  Parameters of Creep Tests R-1 and C-2 

 aggregate (R-1) clay (C-2) 

Dmax / D50 

large grain diameter 

1 inch / 0.035 inch 

(0.0254 m / 0.0009m) 

0.2 inch / 0.004 inch 

(0.005 m / 0.0001 m) 

 ʟ

soil friction angle 
131° 231° 

Tf 

tensile strength 

4800 lb/ft 

(70 kN/m) 

4800 lb/ft 

(70 kN/m) 

SV 

vertical spacing 

24 inches 

(0.6 m) 

20 inches 

(0.5 m) 

 
1based on triaxial tests 
2based on PI = 11 (Terzaghi et al., 1996) 

 

Except for soil grain diameter, Dmax, the two tests were identical.  The transition load, 

Equation (2), was slightly exceeded by aggregate (R-1) but greatly exceeded by clay (C-

2).  Both exceeded the transition load, and both experienced creep.  However, clay (C-2) 
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greatly exceeded the transition load, and accordingly, experienced much more creep than 

aggregate (R-1). 

 

Creep of GW35 (Japan).  In 1990, Japan's Public Works Research Institute (PWRI) built 

a 4.5 m (14 ft) high test wall.  It is a geosynthetic wall, called GW35 in the literature 

(Bathurst et al., 2008).  It has a level soil surcharge 0.5 m (19 in) high.  Table C lists its 

parameters. 

 

Table C.  Parameters for GW35 (Japan) 

 ʟ

soil's friction angle 
24° 

SV 

vertical spacing 

1.0 m 

(3.3 ft) 

Tf 

tensile strength 

59.8 kN/m 

(4100 lb/ft) 

Dmax 

large grain diameter 

1 mm 

(0.04 in) 

 

At mid-height, self-weight slightly exceeds the transition load.  Correspondingly, GW35 

exhibits creep that has been monitored for more than a decade.   

2.1.5 Capacity Axis 

The four cases of creep from Section 2.1.4 can be arranged on a single "capacity axis," 

Figure 7, relative to the spacing-based or transition capacity and the facing-based 

capacity. The facing-based and spacing-based capacities are defined by Equations (1) and 

(2), respectively.  GW16 is discussed in Section 2.5.   

 

 

Figure 7.  Loads relative to the capacities defined by Equations (1) and (2).  

 



 9 

This capacity axis characterizes behavior of reinforced soil structures.  Section 2.2 

discusses deformation, which presents the opportunity for another axis and for further 

characterization of reinforced soil behavior. 

2.2 Deformation 

2.2.1 Deriving K/KA from Hooke's Law  

The American Association of State Highway and Transportation Officials (AASHTO) 

presents, as in Figure 8, reinforced soil guidance in terms of a normalized pressure 

coefficient versus soil depth (Allen et al. 2001, Anderson et al. 2012).   

 

 

Figure 8.  AASHTO Simplified Method for reinforced soil wall of welded wire fabric 

 

The invariant pressure coefficient KA = ů3/ů1 uses principal stresses, and K = ůH/ůV uses 

stresses in the horizontal and vertical directions.  Writing K/KA is cumbersome, and it is 

denoted M for mobilized reinforcement strength (Yang, Bathurst, and Zornberg 2010).  

Then,  

K = MKA
     (6) 

 

Because KA involves principal directions and K involves gravity-aligned directions, M 

represents a rotation or change of direction. 

 

In the horizontal or x-direction, Hooke's law is 

 

ex =
1

E
s x - n s y +s z( )( )     (7) 
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Application of Hooke's law requires that the medium be elastic, isotropic, and 

homogeneous.  These requirements are satisfied for reinforced soil: 

¶ homogeneous - an engineered fill is tumbled before it is placed. 

¶ isotropic - at a microscopic level, soil is extremely directional or non-isotropic.  

By the statistical law of large numbers, these directional biases cancel at a 

macroscopic level. 

¶ elastic - aggregates are elastic in compression, and compacted reinforced soil is in 

compression due to compaction-induced stress (CIS). 

 

From Equation (7), Appendix B derives an equation for M = K/KA in the case of an 

FHWA pier and an aggregate. 

M =
Kp

2+3W
ES

ER

   (FHWA pier)(8) 

where the modular ratio involves ES = Young's modulus for the reinforced soil composite 

in compression, and ER = Young's modulus for reinforced soil composite in tension.  ES is 

determined by soil only, and ER is determined by reinforcement only.   

2.2.2 K/KA Axis (Quad Chart) 

Guided by the AASHTO plot of Figure 8, a useful chart shows K/KA versus capacity.  

This is Figure 9.   

 

The right boundary represents the ultimate capacity of Equation (1).  For steel, it is the 

seemingly unfamiliar curve at the upper right of the chart.  In fact, this has the most used 

because the curve represents Ko/KA and a family of values for K/KA > 1.   

 

The top boundary, KP /2, follows from Equation (8) when the reinforcement is extremely 

stiff. 
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Figure 9.  After the AASHTO plots of Figure 8 

 

The bottom axis is the load fraction, ɚ, relative to the capacity determined by Equation 

(1).  The capacity axis of Figure 7 can be generalized to this chart by drawing a vertical at 

ɚ = W.  The vertical line corresponds to Equation (2), and the new chart is Figure 10.   

 

 

 

Figure 10.  Quad chart for a soil reinforced with geosynthetic or with steel 
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The chart has four quadrants (a "quad chart") divided by a vertical W-line, and the 

horizontal line at K/KA = 1.  The vertical represents transition, and the horizontal 

represents Rankine (K = KA) solutions.   

 

Appendix D calculates K/KA at Points A, B, B', and C. 

 

Figure 10 illustrates several key points: 

¶ Steel reinforced soil typically exhibits elastic behavior whereas geosynthetic 

reinforced soil exhibits plastic behavior. 

¶ Long-term instabilities, such as bulging or creep, occur on the right side of the 

transition or W-line, given by Equation (2).  

¶ Extensibility ŮR plays a critical role in behavior, yet it is seldom well-known or 

well-specified.  Extensibility is reinforcement strain at ultimate strength.  It enters 

Equation (8) as ER = Tf /(ŮR SV) = tensile stiffness of the composite, as shown in 

the Appendix B. 

¶ Facing pressure is far less with geosynthetics than with steel.   

 

Deformation, both plastic and elastic, is related to K/KA.  Plastic deformation, which is 

determined from plasticity theory, can be obtained from Figure 11 (Hoffman and Wu 

2015).  Compaction and batter can control and eliminate plastic deformation. 

 

 

 

Figure 11.  Plastic strain as a function of M = K/KA   
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Elastic deformation is obtained from ES, Young's modulus for the soil-reinforcement 

composite in compression.  The value of ES is found during the calculation of K/KA; thus, 

it is highlighted in Appendix D, Table L. 

 

2.2.3 Verification by Finite Element Analysis 

Appendix J contains color images of finite element (FE) solutions for the GRS Wall 

project.  Finite element analysis is used to verify aspects of the hand analysis of Sections 

2.1 and 2.2.  In particular, the distinctive curve of the quad chart shows a relationship 

between K/KA and load.  By Section 2.4, the relation between load and strain is nearly 

linear.  As a consequence, the relation between K/KA and strain should resemble the 

"swoosh curve" relation between K/KA and load.  This is verified by the finite element 

results shown in Figure 12. 

 

 

 

Figure 12.  FE verification of quad chart curves in Figure 10:  

'K/KA vs strain' resembles 'K/KA vs load'. 

 

For Figure 12, the solution process replaced the facing element by a facing pressure.  A 

constant load ůV was applied, and deformation was computed for several facing pressures, 

ůH.  So, deformations are obtained for several values of K = ůH/ůV.  PLAXIS 8.2 was used 

for the finite element analysis. 
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In Appendix D, a system of three equations is used to calculate points on the quad chart.  

This system can be approximated by the single equation, K/KA = (KP/2)/(1+cãq), where q 

is the load.  For a quad chart, the distinctive curve of a reinforced soil structure is the plot 

of an equation characterized by c only.  As seen in Figure 10, each structure has two 

curves, which are separated by transition of soil in the core of the layer. 

 

Unfortunately, all finite element software has limitations; for example, there is 

¶ no obvious way to accommodate soil shear lag (grain size) or compaction   

¶ ill -conditioning or stiffness instability when K/KA > 1.6  

¶ instability due to plastic slip and element distortion when K/KA < 0.8  

 

2.2.4 Validation for Quad Chart 

Quadrants of the quad chart can be numbered as in trigonometry.  That numbering is 

shown in Figure 13. 

 

 

 

Figure 13.  Numbering of quadrants 

 

First Quadrant.  Because of its failure curve, the first quadrant appears strange, but it is 

closest to existing methods, typified by use of Ko in Equation (1).  For steel reinforced 

soil, capacity involves division by K where K > KA, and the curve results from that 

division.   

 

Poorly-behaved steel reinforced soil structures lie in the first quadrant.  For validation, 

consider a steel strip wall constructed at Vicksburg.  In the literature, it is known as SS3 

(Allen et al., 2001).  As indicated in Figure 14, failure of SS3 coincides with the 
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quadrant's failure curve.  K = Ko agrees well in this case.  SS3 was built of loose sand, 

where Ko = 1 - sin ʟ   is most applicable (Jaky 1948).  More generally, K can be computed 

as in Appendix D. 

 

Prior to failure, SS3 experienced "significant bulging," which is consistent with having 

long-term instabilities for loads exceeding Equation (2). 

 

 

Figure 14.  Failure of SS3 lies on the quadrant's failure curve. 

ñSignificant bulgingò preceded failure. 

 

 

Second Quadrant.  Well-behaved steel reinforced soil structures lie in the second 

quadrant.  As Figure 10 illustrates, their K/KA curves rise steeply.  Consider a welded 

wire fabric wall, WW1, constructed on I-90 at Rainier Avenue in Seattle (Bathurst, 

Nernheim, and Allen 2009).  Figure 15 compares calculations, measurements, and the 

design curve of the AASHTO Simplified Method (Anderson et al. 2012, Bathurst et al. 

2009).  The bends in the curves reflect the transition capacity, Equation (2).  
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Figure 15.  For WW1: comparison of measurements, calculations, and the AASHTO 

Simplified Method.   --- measurements from Bathurst et al., 2009 

 

Third Quadrant.  Well-behaved geosynthetic reinforced soil structures lie in the third 

quadrant.  Consider four pier tests by Defiance County, OH, and other pioneers (Hoffman 

and Wu 2015).  Values of K/KA are calculated, converted to deformations, and compared 

with test data in Figure 16. 

 

Observe that the final test data point departs from the line in each case.  This reflects the 

onset of transition, Equation (2).  Transition is also associated with increased facing 

pressure, Section 2.3. 

 

Transition (near 10000 psf) is clearly demonstrated in Figure 17 for faced and unfaced 

tests with 16 inch (0.4 m) spacing.  These are FHWA Tests TF-9 and TF-10 (Nicks et al. 

2013). 
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(a) 

 

 

(b) 

 

Figure 16.  Calculations and measurements for four pier tests 

 

 

 

Figure 17.  Calculations and measurements for faced and unfaced tests 
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Fourth Quadrant.  The four creep studies of Section 2.1.4 lie in this quadrant.  They are 

displayed in quad chart format as Figure 18.   

 

 

Figure 18.  Known instances of creep are right of the W-line 

 

2.3 Facing Pressure 

2.3.1 Soil Plug and Transition 

Facing is material that enables reinforcement tension to develop near the edge of a soil 

structure.  As depicted in Figure 19, the soil itself acts as facing at moderate loads. There 

is a driving force due to lateral stress in the interior, and there is a resisting force due to 

friction between the soil plug and the reinforcement. Stability requires adequate friction.      

 

Before transition, strain energy density is greatest in the interior of the soil structure.  

After transition in a faced structure, strain energy density approaches a uniform 

maximum value throughout the structure, including the face. 
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    (a)               (b)      

 

Figure 19. (a) Reinforcement tension T cannot exceed Tf as load increases.  (b) At 

small loads, a plug of soil acts as virtual facing.  As load increases, plug size 

decreases.  After transition, tension becomes uniform only if there is physical facing. 

 

2.3.2 Coefficient Proportional to Load until Transition 

A stable soil plug isolates the face at small loads.  Facing pressure is expected to be zero 

at zero load; however, the pressure coefficient at the face, Kface , is also zero due to 

isolation.  The coefficient remains zero until the soil plug decreases with the approach of 

transition, identified with Equation (2). 

 

At the face, the pressure coefficient Kface is inversely proportional to the soil plug size, 

and that size is inversely proportional to load q; therefore, it is conjectured that Kface is 

directly or linearly proportional to q.   
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2.3.3 Validation for Facing Pressure 

FHWA tests TF-6, TF-9, TF-12, and TF-14 were instrumented for facing pressure (Nicks 

et al. 2013, Iwamoto et al. 2015).  Except for TF-12, each test produced data to loads 

sufficiently large to show a maximum, indicated in Figure 20. 

 

Figure 20.  Facing pressures from FHWA tests  --- adapted from Iwamoto et al. 2015 

 

In the three tests, maximum facing pressure is observed when the load is approximately 

1.25 times the transition load.  These locations are calculated as 12560 psf (562 kPa), 

15780 psf (707 kPa), and 33180 psf (1790 kPa), for TF-9, TF-14, and TF-6, respectively.  

Again, the data provide strong evidence that the transition load of Equation (2) is 

associated with behavioral change in reinforced soil. 

 

While the ratio of facing pressure to load is usually much smaller than KA, its maximum 

observed value is approximately KA.  There are two explanations.  First, geometry of the 

tests differ, and the pressure cell cannot be located in the identical position in all tests.  

Depending upon location, facing pressure fluctuates greatly. Second, K/KA is usually 

about 0.3 due to rotation of principal directions, but it approaches one when the face 
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becomes shear-free (a consequence of Mohr's circle).  Facing of an FHWA pier can 

become shear-free when it separates slightly as the reinforcement ruptures.   

 

The preceding comment applies to geosynthetic reinforcement.  For steel reinforcement, 

the maximum value K of the ratio will satisfy K/KA > 1.  Facing pressures in steel 

reinforced soil are usually much larger than those in geosynthetic reinforced soil. 

 

Based on the observations of Sections 2.3.2 and 2.3.3, maximum facing pressure for 

geosynthetic reinforced soil has the simple approximation, 

 

s H

face = K faceq=
q

1.25qult

KA

æ

è
ç

ö

ø
÷q =

q2

1.25qult

KA
     (9) 

 

where q = vertical load and qult = WKPTf /SV = transition load from Equation (2).  In 

summary, it uses the observations that maximum facing pressure coefficient Kface is 

¶ linearly proportional to q 

¶ a maximum at approximately 1.25 qult (if facing is like FHWA performance test) 

¶ KA when the face is shear-free; otherwise, it is less (for a geosynthetic). 

 

Figure 21 shows validation of Equation (9) in two ways.  First, Equation (9) is evaluated 

and plotted against test data for FHWA Test TF-9. 

 

Second, Equation (9) is inverted.  It expresses facing pressure as a function of capacity; 

therefore, its inverse expresses capacity as a function of facing pressure.  This is validated 

against the GSGC tests at FHWA (Wu et al. 2010).  The GSGC tests were shrink-

wrapped tests; that is, facing was removed, and using a vacuum-tight membrane, partial 

atmospheric pressure was applied.  Figure 21(b) shows that the calculated capacity agrees 

with measured capacity. 
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(a) 

 

(b) 

Figure 21. Validation of (a) Equation (9) against TF-9 data and  

(b) its inverse against GSGC data 

 

2.4 Facing Deformation 

Lateral deformation is calculated and compared with FHWA data from Test TF-7 (Nicks 

et al., 2013) and from Generic Soil Generic Composite (GSGC) Tests 2 and 4 (Wu et al., 

2010).  The lateral strain is calculated from deformation measurements at the faces of the 

test structures.    

2.4.1 Elastic and Plastic Strain  

For a point and for a small time interval, behavior can be classified as either elastic of 

plastic.  For elastic behavior, the ratio of lateral and vertical strain is ŮL /ŮV = ɜ, Poisson's 


